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Mattoni DHB_D

APPLICATIONS

w |

APPEARANCE

Edge Detail - Zero
Surface Texture - Smooth
Joint Spacing -4 mm
Void-n/a

TECHNOLOGIES

ENDURACOLOR"
Refined surface and
long-lasting color

EASYCLEAN"

Factory sealed to provide
integral surface protection
from stains

ANTIQUED"
Distressed, timeworn finish

TECHNICAL INFORMATION

Conformsto ASTM C 936
Eligible for LEED v4.1credits -
see page 19.

ENDURACCLOR
STANDARD SMOOTH
Bundle Type SINGLE
Plant Produced PICKERING
Thickness (mm) 70MM
Bundle 89.28
Layer 11.16
SQFT PER
Section -
Stone 0.16
Layers 8.00
PER BUNDLE
Sections -
SqFt 127
Section R
SOLDIER LNFT PER
Layer 14.17
Bundle 113.39
SqFt 5.08
Section -
SAILOR LNFT PER
Layer 56.69
Bundle 453.54
SqFt 6.45
UNITS PER Section -
Bundle 576.00
Layer 357
LBS PER Section -
Bundle 2,859
COLORS Reflectance Stock
Dark Charcoal SR n/a SRI n/a v
Granite Fusion SR n/a SRI n/a v
Sable SR n/a SRI n/a v

DARK CHARCOAL GRANITE BLEND SABLE BLEND
= STANDARD
- 60 x 240 x 70mm
E‘ 2% x9V2x23%"
17} 576 Units/Bundle

.16 SqFt/Stone

Notes: SOLD IN FULL BUNDLES ONLY and is produced and sold on a required, refundable skid. Important: A urethane rubber paver mat must be used to prevent scuffing when compacting. All measurements are nominal. Contact Unilock for more information.
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